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CIRCUIT No.1

1

mm 1:1 1/3 A5 CD

1004 W R S - XX A HF  -  XX XXX X R
1 2 3 4 5 6 7 8 9 10

Specifications :
Voltage rating: 100V AC / DC
Current rating: 1A Max.  AC / DC
Withstanding voltage: 300V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Material(Pin)：Phosphor bronze
Mates With SESO  Housing：1004H
Symbols for SPC dimensions:"     "

Series No.
Category：W-wafer
Connector Type：R-Right Angle 90°
Mouting Type:  S-SMT
Row No.-Pin No:   XX-02-15Pin
Special code: A-Inner Lock
HF-Halogen Free
Plastic material:  4T- PA4T UL94V-0      LP- LCP UL94V-0
Plating Code:
 SW1-Matte Tin plating 100u" Min. overall,
          Ni50-100u" under plating.
 V01-G/F plating overall,Ni50-100u" under plating.
 V04-Au4u" Min.plating on contact area,
         G/F plating on solder area,Ni50-100u" under plating.
 V10-Au10u" Min.plating on contact area,
         G/F plating on solder area,Ni50-100u" under plating.
V15-Au15u" Min.plating on contact area,

         G/F plating on solder area,Ni50-100u" under plating.
V30-Au30u" Min.plating on contact area,

         G/F plating on solder area, Ni50-100u"under plating.
GW04-Au 4u" Min.plating on contact area,
         Matte tin100u"-160u" plating on solder area,
         Ni50-100u" under plating.
GW15-Au15u" Min.plating on contact area,
         Matte tin100u"-160u" plating on solder area,
         Ni50-100u" under plating.
Color:  E-Becky color    N-Natural color   B-Black color
Packing: R-Reel
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Specifications :
Voltage rating: 100V AC / DC
Current rating: 1A Max.  AC / DC
Withstanding voltage: 300V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Material(Pin)：Phosphor bronze
Material(Nail) ：Brass
Mates With SESO  Housing：1004H
Symbols for SPC dimensions: " ★ "

Series No.
Category：W-wafer
Connector Type：R-Right Angle 90°
Mouting Type:  S-SMT
Row No.-Pin No:   XX-02-15Pin
Special code: B-Outer Lock
HF-Halogen Free
Plastic material:  4T- PA4T UL94V-0
Plating Code:
 SW1-Matte Tin plating 100u" Min. overall,
          Ni50u" Min. under plating.
 V01-G/F plating overall,Ni50u" Min. under plating.
V04-Au4u" Min.plating on contact area,
         G/F plating on solder area,
         Ni50u" Min. under plating.
V15-Au15u" Min.plating on contact area,

         G/F plating on solder area,
         Ni50u" Min. under plating.
V30-Au30u" Min.plating on contact area,

         G/F plating on solder area,
Ni50u" Min. under plating.

Color:  E-Becky color
Packing: R-Reel
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1 Series No.
Category：W-wafer
Connector Type：V- 180°
Mouting Type:  S-SMT
Row No.-Pin No:   XX-02-15Pin
Special code: A-Inner Lock
HF-Halogen Free
Plastic material:  4T- PA4T UL94V-0   LP- LCP UL94V-0
Plating Code:
 SW1-Matte Tin plating 100u" Min. overall,
          Ni50-100u" under plating.
 V01-G/F plating overall,Ni50-100u" under plating.
 V04-Au4u" Min.plating on contact area,
         G/F plating on solder area,Ni50-100u" under plating.
V15-Au15u" Min.plating on contact area,

         G/F plating on solder area,Ni 50-100u" under plating.
V30-Au30u" Min.plating on contact area,

         G/F plating on solder area, Ni 50-100u"under plating.
GW04-Au 4u" Min.plating on contact area,
         Matte tin100u"-160u" plating on solder area,
         Ni 50-100u" under plating.
GW15-Au15u" Min.plating on contact area,
         Matte tin100u"-160u" plating on solder area,
         Ni 50-100u" under plating.
Housing Color:E-Becky  N-Natural  B-Black
Packing: C-Carrier tape (with CAP)
               R-Carrier tape/ESD (without CAP)
               C1-Carrier tape/ESD (with CAP)

Specifications :
Voltage rating: 100V AC / DC
Current rating: 1A Max.  AC / DC
Withstanding voltage: 300V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing:≤40mΩ
Material(Pin):Phosphor bronze
Mates With SESO  Housing:1004H
Cap color:The Black housing matches the Black Cap, 
and the Becky color and the Natural color housing 
matches the Natural color Cap
Symbols for SPC dimensions:"     "

10987654321
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Specifications :
Voltage rating: 100V AC / DC
Current rating: 1A Max.  AC / DC
Withstanding voltage: 300V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Material(Pin)：Phosphor bronze
Material(Nail) ：Brass
Mates With SESO  Housing：1004H
Symbols for SPC dimensions:"     "

Series No.
Category：W-wafer
Connector Type：V- 180°
Mouting Type:  S-SMT
Row No.-Pin No:   XX-02-15Pin
Special code: B-Outer Lock
HF-Halogen Free
Plastic material:  4T- PA4T UL94V-0
Plating Code:
 SW1-Matte Tin plating 100u" Min. overall,
          Ni50u" Min. under plating.
 V01-G/F plating overall,Ni50u" Min. under plating.
V04-Au4u" Min.plating on contact area,
         G/F plating on solder area,
         Ni50u" Min. under plating.
V15-Au15u" Min.plating on contact area,

         G/F plating on solder area,
         Ni50u" Min. under plating.
V30-Au30u" Min.plating on contact area,

         G/F plating on solder area,
Ni50u" Min. under plating.

Color:  E-Becky color
Packing: C-Carrier tape (with CAP)
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2022/10/24 A1 / The 6Pin and 12Pin specifications are added Alan Yang meng
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Specifications :
Voltage rating: 100V AC / DC
Current rating: 1A Max.  AC / DC
Withstanding voltage: 300V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Material(Pin)：Phosphor bronze
Material(Nail) ：Brass
Mates With SESO  Housing：1004H
Symbols for SPC dimensions:"     "

Series No.
Category：W-wafer
Connector Type：V- 180°
Mouting Type:  S-SMT
Row No.-Pin No:   XX-02-15Pin
Special code: B-Outer Lock
HF-Halogen Free
Plastic material:  4T- PA4T UL94V-0
Plating Code:
 SW1-Matte Tin plating 100u" Min. overall,
          Ni50u" Min. under plating.
 V01-G/F plating overall,Ni50u" Min. under plating.
V04-Au4u" Min.plating on contact area,
         G/F plating on solder area,
         Ni50u" Min. under plating.
V15-Au15u" Min.plating on contact area,

         G/F plating on solder area,
         Ni50u" Min. under plating.
V30-Au30u" Min.plating on contact area,

         G/F plating on solder area,
Ni50u" Min. under plating.

Color:  E-Becky color
Packing: W-Carrier tape (with Mylar)
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